
CONTI® HOT AIR COMPRESSOR HOSE BLACK
Top quality for silo vehicles

MARKING: 3 orange, axially applied stripes on a black background "Continental HOT AIR COMPRESSOR DN 75 PN 6 BAR / 87 PSI Made in Germany"

APPLICATIONS

Silo vehicles

FLOW MEDIUM

Air, Oily air

DESCRIPTION

Inner lining: EPDM, black, extruded, smooth

Reinforcements: Synthetic yarns, optionally with embedded steel wire spiral

Cover: Elastomer, black, textile covered

Working pressure up to: 6 bar / 87 psi

Temperature range:  from -40 °C / -40 °F up to +160 °C / +320 °F

TECHNICAL DATA

nominal width inner-Ø wall thickness outer-Ø length helix working pressure min. burst pressure min. bending radius weight

zoll/inch mm mm mm m helix bar psi bar psi aprx. mm aprx. g/ m

2 50 8 66 40 6 87 24 348 270 1522

2 3/8 60 9 78 40 6 87 24 348 300 1979

2 5/8 65 9 83 40 6 87 24 348 300 2200

3 75 9 93 40 6 87 24 348 350 2533

3 75 9 93 40 · 6 87 24 348 350 2938

Temperature resistance applies only to materials used / All technical data apply at room temperature
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